


Bullet ValveTM

CARTRIDGE MODIFICATIONS

BV Series

Our manufacturing process of the Bullet Valve™ cartridge body enables fl exibility with regards 
to offering potential modifi cations that meet your specifi c application needs.  An example of such 
modifi cations is the “axial fl ow” cartridge body we are currently offering for the BV210 series.  

The “axial fl ow” cartridge enables the valve to fl ow air between the bottom of the valve body and 
manifold it is housed in – see fi gure below.  This modifi cation allows for a linear fl ow path out of 
the manifold producing measurably higher outlet pulse height (force) in blow off type of applications.  
We have currently used this modifi cation for applications in the sorting industry with excellent results.  

If you have an application that would benefi t from utilizing the axial fl ow cartridge option or wish to discuss 
other potential cartridge modifi cations, please consult your local MAC distributor (MDN Associate).  By 
understanding your application and valve requirements we can optimize the valve settings accordingly.  



Notes

BV Series



The  threaded cartridge confi guration allows for a variety of mounting possibilities, 
such as direct integration into pneumatic actuators or vacuum generators without the 
need of external tubing or fasteners.  2-way & 3-way models of the BV cartridge (9mm 
& 10mm dia.) are available.  A surface manifold mount confi guration is also offered.
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Bullet Valve™ (BV) Series

The Bullet Valve™ represents yet another evolution in air valve technology 
from MAC.  PRECAUTIONS AND WARNINGS 

CONCERNING THE APPLICATION,  INSTALLATION AND SERVICE OF MAC VALVES AND OTHER MAC VALVES PRODUCTS

The warnings and precautions below are important to be read and understood before

designing into a system any MAC Valves products, and before installing or servicing any MAC Valves 

product. Improper use, installation or servicing of any MAC Valves product in some systems could 

create a hazard to personnel or equipment. No distinction in importance should be made between 

the terms warnings and precautions.

WARNING : .

Under no circumstances are MAC Valves products to be used in any application or in any manner 

where failure of the MAC Valves product to operate as intended could in any way jeopardize the 

safety of the operator or any other person or property. 

temperature range.

valve.

sheet, or factory for proper maintenance procedures, lubrication and cleaning agents. Never 

attempt to repair or perform other maintenance with air pressure to the valve.

APPLICATION PRECAUTIONS : .

They are general purpose industrial products with literally thousands of different applications in 

industrial systems. These products are not inherently dangerous, but they are only a component of 

an overall system. The system in which they are used must provide adequate safeguards to prevent 

injury or damage in the event failure occurs, whether it be failure of switches, regulators, cylinders, 

valves or any other component.

for such use.

there will always be a flow path from the inlet to one of the outlets regardless of which of the two 

positions the valve is situated.  Therefore, if pressurized air retained in the system would present a 

hazard in the application or servicing of the valve or system, a separate method in the system must 

be provided to remove the trapped air.

remote air operated.

valve moves to a center position. Listed below are the various center position functions :

the air at both outlet ports is trapped. If trapping the air in both outlet ports would present a hazard 

in the application or servicing, a separate method in the system must be provided to remove the 

trapped air or this type valve should not be used.

hazard in the application or servicing, this type valve should not be used.

the valve. If  having pressurized air to either or both outlet ports would present a hazard in the 

application or servicing of the valve or system, a separate method in the system must be 

provided to remove the retained air or this type valve should not be used.

MAC Valves products are to be installed only on applications that meet all operating  specifications 

described in the MAC catalog for the MAC Valves product.

Most  MAC valves can be ordered with manual operators. Manual operators when depressed, are 

designed to shift the valve to the same position as would the corresponding solenoid or remote air 

physical location of  the manual operator in the system. If intentional or accidental operation of a 

valve by a manual operator could cause personal injury or property damage,  a manual operator 

should not be used.

INSTALLATION PRECAUTIONS : .

electricity to the machine.

and operations are thoroughly understood. 

C. If air line lubrication is used do not use any lubrication other than those recommended in the     

SERVICE PRECAUTIONS :

is retained in the system.

and used and whether there is air retained in the connecting lines to the valve or electric power still 

connected to the valve.

operation sheet, or factory for proper maintenance procedures, lubrication and cleaning agents. 

Never attempt to repair or perform other maintenance with air pressure to the valve.

of a manual operator on the valve could result in personal injury or property damage.

LIMITATION OF GUARANTEE .

This Guarantee is limited to the replacement or rebuilding of any valve or other product which should 

guarantee as provided under the Flat Rate Rebuild Program.

 .

No claims for labor, material, time, damage, or transportation are allowable nor will any valve or other 

product be replaced or rebuilt under this guarantee which has been damaged by the purchaser not 

in the normal course of its use and maintenance during the warranty period. The guarantee does not 

beyond the control of  MAC Valves,Inc. MAC Valves, Inc. shall in no event be liable for remote, special 

or consequential damages under the MAC Guarantee, nor under any implied warranties, including 

the implied warranty of merchantability.

Valves, Inc. organization to assure our customer long, and continued satisfaction.

  D-SEAL TECHNOLOGY

SHORT STROKE - High Shifting 
                                Forces (Energized)

High Shifting Forces
     (De-energized)

    (Patents Pending)
Balanced & Repeatable                 

       Minimum Friction
       Wiping Action
       Isolates Solenoid From
       Contaminated Air

SHORT STROKE - High Shifting 
Forces (Energized)

 LONG LIFE LIFTING SOLENOID

High Shifting Forces
(D i d)

STRONG RETURN SPRING

   (P((P(P (P tttateate ttntsnts PPPe Pe dindindi )))ng)ng)
Balanced & Repeatable

  ONE PIECE POPPET/ARMATURE

Cushioning - Alleviates Solenoid Wear                       

OVERSTROKE - Built In Wear 
                            Compensation

VERY FEW PARTS
LONG LIFE LIFTING SOLENOID
ONE PIECE POPPET / ARMATURE (Patents Pending)
BALANCED DESIGN 
SOLENOID ISOLATED FROM CONTAMINATED AIR
UNIQUE MOUNTING   



MAC VALVES, INC.
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MAC VALVES ASIA, INC.
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TEL: 886 (3) 463-6868
FAX: 886 (3) 463-4576
mva@macasia.com.tw
             

MAC VALVES, INC.
5555 ANN ARBOR ROAD
DUNDEE, MI 48131     

TEL: 1 (734) 529-5099
FAX: 1 (248) 863-2959                  
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