
Series 56-57-58

I n t r i n s i c a l l y  S a f e  V a l v e s

H O W T O O R D E R

VALVE FUNCTION

1 Internal pilot
N.C. pilot, N.C. main spool

3 External pilot
N.C. pilot, N.C. main spool

6 Internal pilot
N.C. pilot, N.O. main spool

7 External pilot
N.C. pilot, N.O. main spool

PORT SIZE/BODY STYLE

2 3/8" NPTF
3 1/2" NPTF
5 3/8" BSPP
6 1/2" BSPP
7 3/4" NPTF
8 3/4" BSPP

56 C - X X - (XXYZZ) - FM - SOLENOID OPTIONS

336

VALVE BODY ASSEMBLY

SERIES REVISION LEVEL SEE BELOW

XX DC VOLTAGE

A5 12 VDC (0.6 W)
A6 24 VDC (0.6 W)

Y MANUAL OPERATOR

0 No operator
1 Non-locking Recessed (std.)
2 Locking Recessed
3 Non-locking Extended
4 Locking Extended

EXAMPLE : XX     Y     ZZ - FM
SOLENOID OPTIONS

ZZ ENCLOSURE

AA JIC w/1/2" NPS Conduit
BA Grommet
CA Conduit 1/2" NPS
CC Conduit 1/2" NPT (CSA threads)
JA Square Plug-in
JB Rectangular Plug-in
JJ Square Male only
JM Rectangular Male only

VALVE FUNCTION

1 Internal pilot
N.C. pilot, N.C. main spool

3 External pilot
N.C. pilot, N.C. main spool

6 Internal pilot
N.C. pilot, N.O. main spool

7 External pilot
N.C. pilot, N.O. main spool

PORT SIZE/BODY STYLE

1 1/2" NPTF (57 Series)
1" NPTF (58 Series)

2 3/4" NPTF (57 Series)
1-1/4" NPTF (58 Series)

3 1" NPTF (57 Series)
1-1/2" NPTF (58 Series)

4 1/2" BSPP (57 Series)
1" BSPP (58 Series)

5 3/4" BSPP (57 Series)
1-1/4" BSPP (58 Series)

6 1" BSPP (57 Series)
1-1/2" BSPP (58 Series)

58 D - X X - (XXYZZ) - FM - SOLENOID OPTIONS

VALVE BODY ASSEMBLY

SERIES REVISION LEVEL SEE BELOW

57

Consult “Precautions” page 356 before use, installation or service of MAC Valves.


