
345

Series 800

OPERATOR

1  Single Solenoid
2  Double Solenoid

 8XXC -  (XX-XXYZZ)  -  XXX
BODY OPTIONS    

SERIES
SEE BELOW

REVISION LEVEL

PILOT AIR

1 Internal Pilot-2 Position
2  External Pilot-2 Position
5  Internal Pilot-3 Position
6 External Pilot-3 Position

SOLENOID PILOT OPTIONS

SPOOL CONFIGURATIONS

1  Single Pressure 2 Position
2  Dual Pressure 2 Position*
5  Single Pressure 3 Position Closed Center
6  Single Pressure 3 Position Open Center
7  Dual Pressure 3 Position Pressure Center
8  Single Pressure 3 Position Pressure Center

BODY CONFIGURATIONS

1  Individual Body, External Pilot
2  Stacking Body, 3 Common Ports (Inlet & Exhausts)
3  Stacking Body, 1 Common Port (Inlet)
4  Stacking Body, Common Ports (with Common Electrical Conduit)
5  Individual Body, Internal Pilot
6   Stacking Body, 3 Common Ports (with Common Electrical Conduit 

and Integral Exhaust Flow Controls)
7
9  

Base Mountable Body (for Circuit Bar)
Stacking Body, 3 Common Ports (with Integral Exhaust Flow Controls)

PORT SIZE

 2   1/4” NPTF
 3   3/8” NPTF*
 5   1/4” BSPP 
 6   3/8” BSPP*

        EXAMPLE:  XX-XX Y  ZZ
SOLENOID PILOT OPTIONS    

XX

FM
FP

PILOT EXHAUST

Muffled Exhaust
Piped Exhaust

XX

A5
A6

DC VOLTAGE

12 VDC (0,6W)
24 VDC (0,6W)

Y

0
1
2
3
4

MANUAL
OPERATORS

No Operator
Non-Locking Recessed (Std)
Locking Recessed
Non-Locking Extended
Locking Extended

ZZ

AA
BA
CA
CC
DA
RA
JB
JM

ENCLOSURE

JIC w/1/2” NPS Conduit
Grommet
Conduit 1/2” NPS
Conduit 1/2” NPT (CSA Threads)
Com. Conduit Stacking only
Conduit 3/8” NPS (Stacking)
Rectangular Plug-In
Rectangular Male only

ISOLATORS- Sections of  gang may be isolated permitting 
different pressures to be fed to either end of the gang.
Part # N-08001 (inlet), N-08002 (exhaust).
FLOW CONTROL & MUFFLER- 1/4” unit for installing in 
individual exhaust ports. Part #10951.
DUAL INLET PRESSURE BLOCK- For 3 common ports 
or 1 common port stacking valves. Provides 2 additional 
inlet pressure ports to a stack. Part #M-08003. For Common 
Conduit Valves. Part #M-00014.

MOD. NO.

0358

DESCRIPTION

3/8” Inlet & Cylinder Ports

MODIFICATIONS

MODEL AVAILABILITY

Individual Valves

*Not available on models with integral flow controls

INT. PILOT
PART NO.

M-08001-01-01
M-08002-01-01
M-00005-01-01
M-00007-01-01

EXT. PILOT
PART NO.

M-08001-02-01
M-08002-02-01
M-00005-02-01
M-00007-02-01

ACCESSORIES

MODELS USED WITH

3 com. port or 1 com. port models, stacks of 1 thru 16 valves.
Com. conduit models, stacks of 1 thru 16 valves.
3 com. port or 1 com. port models, stacks of 17 or more 
valves.
Com. conduit models, stacks of 17 or more valves.

MANIFOLD END PLATE KITS (NPTF)*

*Add letter P at end of part number for BSPP threads;
EXAMPLE: M-08001-01-01P

*For stacking valves only. 
For individual valves see Modification Table.

I n t r i n s i c a l l y  S a f e  V a l v e s

HOW TO ORDER

Consult “Precautions” page 364 before use, installation or service of MAC Valves




