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Series 900

OPERATOR

1  Single Solenoid
2  Double Solenoid

9XXB -  (XX-XXYZZ)  -  SOLENOID  OPT IONS -  SEE  BE LOW
BODY OPTIONS    

SERIES REVISION LEVEL

BODY STYLE/PORTS

1 Individual Inline 1/8” NPTF
2  Individual Inline 1/4” NPTF
3  Stacking Valve 1/8” NPTF
4 Stacking Valve 1/4” NPTF
5 Individual Inline 1/8” BSPP
6 Individual Inline 1/4” BSPP
7 Stacking Valve 1/8” BSPP
8 Stacking Valve 1/4” BSPP
9 Stacking Valve 3/8” NPTF

For stacking valve 3/8”BSPP ports, use MOD 0005 after 
complete valve code 919B-FM-A51BA MOD 0005.

        EXAMPLE:  XX-XX Y  ZZ
SOLENOID PILOT OPTIONS    

XX

FM
FP

PILOT EXHAUST

Muffled Exhaust
Piped Exhaust

XX

A5
A6

DC VOLTAGE

12 VDC (0,6W)
24 VDC (0,6W)

Y

0
1
2
3
4

MANUAL
OPERATOR

No Operator
Non-Locking Recessed (Std)
Locking Recessed
Non-Locking Extended
Locking Extended

ZZ

AA
BA
CA
CC
RA
MA

JB
JM

ENCLOSURE

JIC w/1/2” NPS Conduit
Grommet
Conduit 1/2” NPS
Conduit 1/2” NPT (CSA Threads)
Conduit 3/8” NPS (Stacking)
Com. Conduit 1” NPS Requires (1) 
M-01002-01 Conduit End Plate Kit 
per Stack
Rectangular Plug-In
Rectangular Male only

MANIFOLD ACCESSORIES: 
MANIFOLD END PLATE KIT: For each stack one kit is required.
ISOLATORS: Sections of a stack may be isolated permitting 
different pressures to be fed to either end of the stack.
TO ORDER: Select the appropriate part number from the adjacent 
table.

PART. NO.

M-09001-01
M-09001-01P
N-09002
N-09003
N-09004A

DESCRIPTION

Manifold End Plate Kit (3/8” NPTF)
Manifold End Plate Kit (3/8” BSPP)
Isolator Plate Kit - Inlet & Exhaust
Isolator Plate Kit - Exhaust only
Isolator Plate Kit - Inlet only

MODIFICATIONS

I n t r i n s i c a l l y  S a f e  V a l v e s

HOW TO ORDER

Consult “Precautions” page 364 before use, installation or service of MAC Valves


